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I, SINGLE CHORD-DOUBLE POLE SPAN STRUCTURES ARE SHOWN AS EXAMPLES ONLY.TRI-CHORD OR FOUR
CHORD TRUSS AND DOUBLE POLE END FRAMES WILL BE NECESSARY SUBJECT TO CONDITIONS.
Q/P Z
2. SPAN LENGTHS AND FIELD HEIGHTS SHALL BE FIELD CHECKED PRIOR TO FABRICATION OF STRUCTURES. Q@* ’ A
s -~
3. THE CONTRACTOR SHALL DESIGN ALL OVERHEAD SIGN SUPFPORTS AND FOUNDATIONS AND SHALL SUBMIT g z
TO THE ENGINEER ALL NECESSARY DETAILS AND CALCULATIONS REQUIRED FOR DESIGN. S pAVID JOHN MAHONEY &
Lic. No. 020798
4. ADDITIONAL OVERHEAD SIGN STRUCTURE DETAILS ARE SHOWN IN THE VIRGINIA DEPARTMENT OF e e
TRANSPORT ATION ROAD AND BRIDGE STANDARDS,VOLUME 11,SECTION 1300.
5 TYPICAL 150 WATT HIGH PRESSURE SODIUM SIGN LUMINAIRE.
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